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IP Anomalies

Quality Assurance / Quality Control

The scientific and/or technical information presented in this document has been
reviewed and approved by Mr. Gaétan Lavalliére, P. Geo, Ph. D. and Vice-President for
Cartier Resources. Mr. Lavalliére is a qualified person as defined by National
Instrument 43-101.

All the drill hole and channel intersection lengths are measured along the core and
channel axis.
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VP-92-10
10.5g/tAu/4.8 m
incl. 343 g/t Au/0.8 m
incl.20.4 g/t Au/0.7 m

VP-11-11
33.2g/tAu/3.0m |
incl. 164.5 g/t Au/0.6 m

300m
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VP-93-22
20g/tAu/41.4m
incl. 126 g/t Au/ 1.0 m
incl. 11.7 g/t Au/5.2m
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N 6.3g/tAu/7.0m
incl.32.3g/tAu/1.0m /
VP-11-18 ) VP-94-54
1.59/tAu/67.0m 5.8g/tAu/4.1m
incl. 30.1g/tAu/1.0m incl. 13.0 g/t Au/0.5m
incl. 125 g/t Au/1.0m incl. 11.7 g/t Au/0.5m
incl.24.5g/tAu/1.0m 300 m
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VP-93-21

LONGITUDINAL SECTION

74g/tAu/3.0m
incl. 189g/tAu/1.0m

VP-94-45
20.2g/tAu/2.6 m
incl. 32.2g/tAu/1.1m
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