
FENTON  GOLD  DEPOSIT

15-25 m

325 m

¯
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Metre

37.4 g/t Au / 1.0 m
incl. in 9.7 g/t Au / 5.0 m

incl. in 2.7 g/t Au / 20.0 m

10.5 g/t Au / 2.0 m
incl. in 2.2 g/t Au / 22.0 m

6.2 g/t Au / 4.0 m
incl. in 2.4 g/t Au / 18.0 m

10.9 g/t Au / 1.0 m
incl. in 3.9 g/t Au / 3.0 m

69.1 g/t Au / 2.0 m
incl. in 43.5 g/t Au / 4.0 m
incl. in 27.4 g/t Au / 8.0 m

18.9 g/t Au / 2.0 m
incl. in 7.4 g/t Au / 10.5 m

15.2 g/t Au / 1.0 m
incl. in 3.1 g/t Au / 9.5 m

16.0 g/t Au / 2.0 m
incl. in 8.6 g/t Au / 5.0 m

10.8 g/t Au / 1.0 m
incl. in 4.0 g/t Au / 3.5 m

10.1 g/t Au / 2.0 m
incl. in 4.6 g/t Au / 6.0 m

14.5 g/t Au / 1.0 m
incl. in 4.7 g/t Au / 4.0 m

Mineralization

The scientific and technical information of the company have been prepared and reviewed by MM. Gaétan Lavallière, P.Geo., Ph.D., Vice
President and Ronan Déroff, P.Geo, M.Sc., Senior Geologist, Project Manager and Geomatician, Qualified Persons as defined by NI 43-101.
Mr. Lavallière approved the information. All the channel lengths are measured perpendicular to the long axis of the mineralization.


